
SOLAR PANEL SPECIFICATION
Power Voltage 18V

Power Current 11.12A

Peak Power 200W

Cell Type Monocrystalline Silicon -  Interdigitated Back Contact (IBC)  Solar Cell 

Waterproof & Durable IP67

Operating Usage Temperature -4°~149℉（-20~65℃）

Product Weight 17.6lbs (8KG)

Dimensions(unfolded) 232x54x2.5cm

Dimensions(folded) 61x54x4cm

Solar Cell Conversion Efficiency 25% MAX

Solar Cell Temperature Coefficient -0.29%/℃；

Foldable Solar Panel with Magnetic pads √

Waranty 3+2 Years

Jackery SolarSaga 200

WHAT'S IN THE BOX

1* SolarSaga 200 Solar Panel (200W); 

1* User Manual; 

1* 3m DC Charge Cable; 

1*Carrying Bag

SOLAR PANEL SPECIFICATION
Power Voltage 18.4V

Power Current 5.43A

Peak Power 100W

Cell Type Monocrystalline Silicon -  Interdigitated Back Contact (IBC)  Solar Cell 

Waterproof & Durable IP65

Operating Usage Temperature -4°~149℉（-20~65℃）

Product Weight 8.6lbs (3.9KG)

Dimensions(unfolded) 122x53.5x2cm

Dimensions(folded) 61x53.5x3.5cm

Solar Cell Conversion Efficiency 25% MAX

Solar Cell Temperature Coefficient -0.29%/℃；

Foldable Solar Panel with Magnetic pads √

Waranty 2+1 Years

WHAT'S IN THE BOX

1* SolarSaga 100 Solar Panel (100W); 

1* User Manual; 

Jackery SolarSaga 100


